
PRODUCT  PRESENTATION
PROTECT B.PRO
DATA&IT, C-UPS
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PROTECT alpha

450 bis 1200 VA

Suitable protection for SoHo

applications, telephone

equipment, NAS systems, 

PCs

PROTECT HOME

600 VA

Complete protection for

multimedia applications

PROTECT C

1000 bis 10000 VA

Tower UPS for sensitive 

netzworks, intranet and

internetserver

PROTECT 1

10000 bis 20000 VA

For small data centres, 

protection of cash till systems

& building facilities

PROTECT B.PRO

750 bis 3000 VA

Efficient rack / tower UPS for

small server and network

components

with sinusodial

output

PROTECT D

1000 bis 10000 VA

Compact UPS for rack

mounted protection of server, 

network and IT equipment

PROTECT A

500 bis 1400 VA

Protection for PCs, 

workstations and telephone

equipment

PROTECT 1.M

4000 bis 24000 VA

Scalable and modular

high performance

UPS system

for the IT

sector

PROTECT B

500 bis 1500 VA

sinusodial outputvoltage,

Surge protection for

telephone, fax, router and

network

PROTECT 

ENTERTAINMENT

Intelligent protection for

entertainment equipment

with master-slave-function
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BASIC

Power strip for all 

standard applications

PROTECT 

TRAVEL

Security on the move for

safety charging of your

devices

PROTECT 

TWINPOWER

Security for flexible 

connectivity and safe

power supply

PROTECT 

BUSINESS

Business solution with

surge protection and

USB-Charger

PROTECT

OFFICE

Compact protection for

PC and peripheral

equipment

AEG´ S COMMERCIAL COMPACT-UPS PRODUCT PORTFOLIO 

AND FIELD APPLICATION
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SurgeProtectionPowerDistribution.ppt#4.  PDU  •  Features
SurgeProtectionPowerDistribution.ppt#4.  PDU  •  Features
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CLASSIFICATION ACC. TO

UPS PRODUCT NORM IEC 62040- 3
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Voltage Phenomenon Time             e.g.             IEC                    UPS                    Arrester
62040-3             solution solution

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

Outage - blackouts

Sags / brownouts

Dynamic overvoltage

Undervoltage 

Overvoltage

Transients (Surge)

Frequency variations

Voltage distortion (Burst)

Voltage harmonics

Lightning

> 10 ms

continuous

continuous

< 4 ms

sporadic

periodic

continuous

sporadic

VFD

Voltage +

Frequency

Dependent

VI

Voltage

Independent

VFI

Voltage +

Frequency

Independent

Classification 3

Offline

Classification 2

Line-Interactive

Classification 1

(true) Online

real Double-

Conversion

Surge- and Over-
voltage protection
(IEC 60364-5-534)

see as well 10.

Limited protection 
via UPS

(extended protection
recommended (10.))
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FEATURES /

PRODUCT HIGHLIGHTS
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RACK/ TOWER CONVERTIBILITY

Á Rack/ Tower form factor

to fit in limited working environment

Á Rotatable LCD display

(just pull out/ rotate/ slide in)

Á Always 2U incl. batteries
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ÁMore power for modern SPS loads

Á Narrow- graded power steps

to fit exactly the UPS power demand

PredecessorPROTECT B.3000

3000 VA / 2100 W

PROTECT B.3000 PRO

3000 VA / 2700 W

Á 750 VA /   675 W

Á 1000 VA /   900 W

Á 1400 VA / 1260 W

Á 1800 VA / 1620 W

Á 2300 VA / 2070 W

Á 3000 VA / 2700 W
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PERFORMANCE  ïMORE POWERFUL SERIES

POWER TYPE RATING AT PF = 0.9 LAG FOR ALL PROTECT B.PRO MODELS
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MORE EASY TO OPERATE

- Measurements

( Input / output data, load level [%],

autonomy time [min.], temperature [oC])

- Settings by panel (output voltage,

performance of output segment )

- Alarm messages, e.g. overload,

short circuit, low batt, battery fault

- Audible alarm can be disabled

- Status display

- Separate bargraphs for

load level & battery capacity
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INFORMATION ON LCD DISPLAY
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UPS switched to battery operation

6min. remaining 5min. autonomytime 
autonomytime                            batteryvoltage43.9V

DISPLAY MESSAGES  ( SAMPLES )
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Normal operation

66% load/ batteryfully charged


